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Safety Information 
 

To prevent damage to the GPS unit or injury to yourself or to others, please read the following safety 

instructions before using this equipment. 

Do not disassemble 

Touching the productôs internal parts could result in injury. In the event of malfunction, the products should 

be repaired only by a qualif ied technician. Any unauthorized disassembly or modification may void the 

unitôs warranty. 

 

Keep the GPS unit dry 

Do not immerse in or expose to water or handle with wet hands. Exposing the GPS unit to water could 

result fire or electric shock. 

 

Do not subject to high temperatures 

The GPS unit can be damaged by exposure to fire or high temperatures. Do not leave the unit in areas 

subject to extremely high temperatures. Failure to observe this precaution could result in damage to the 

casing or internal circuitry, causing fire. 

 

Keep out of reach of children 

Failure to observe this precaution could result in injury. 

 

FCC/CE Compliance 
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Overview 
 

Thank you for purchasing Solmeta Geotagger N2, a geotagging device that records the latitude, longitude,  

altitude, heading, and UTC (Coordinated Universal Time) with your photographs with Nikon D3x, D3s, D3, 

D700, D300s, D300, D2/x/xs/Hs and D90, D5000 Cameras. The geotagging information is saved as 

metadata with the image, and can be used in a variety of ways to add value to your photographs. 

 

 

Unique features 

 

·  Embedded the real time geographical information to the EXIF metadata of the digital photo. 

·  Very high sensitivity, quick cold start. 

·  Equipped with 2-axis electronic compass which can provide heading information to the digital photo 

files. The compass can be calibrated. 

·  Built-in rechargeable battery, doesnôt consume the power of the camera, lasting up to 20 hours. 

Automatically switch to Nikon camera for power source when the device is in low power. 

·  "Auto" switch design, which allow the Geotagger N2 will turn on when the camera is turned on and will 

turn off when the camera is turned off. Use-friendly. 

·  Compatible of multi-model design, which allow you choose the appropriate data cable to match 

different model camera . 

· CA300 cable for connection to Nikon D3x,D3s,D3, D700, D300s,D300, D200, D2/x/xs/Hs  

· CA90 cable for connection to Nikon D90 

· CA5000 cable for connection to Nikon D5000 

·  ñIndoorsò geotagging, automatically tags the photo with the last location information when indoors or 

loss of GPS signal.  

·  Supports Flickr, panoramio, Locr, Picasa, etc. 

 

 

 

Be sure to read this guide thoroughly before use.  
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PPaacckkiinngg  LL iisstt  
  

TThhaannkk  yyoouu  ff oorr   ppuurrcchhaassiinngg  tthhee  GGeeoottaaggggeerr  NN22..  BBeeff oorree  yyoouu  ssttaarrtt,,  mmaakkee  ssuurree  tthhaatt  tthhee  ff oollllooww iinngg  iitteemmss  aarree  

iinncclluuddeedd  iinn  yyoouurr  ppaacckkaaggee..  II ff  aannyy  ooff   tthheessee  iitteemmss  aarree  mmiissssiinngg,,  pplleeaassee  ccoonnttaacctt  uuss..    

ü  GPS receiver  

ü  Data cable (the cable below only one for package) 

Õ CA300 cable for connection to Nikon D3X,D3S,D3, D700, D300S,D300, D200, D2/x/xs/Hs  

Õ CA90 cable for connection to Nikon D90 

Õ CA5000 cable for connection to Nikon D5000 

ü  USB charging cable 

ü  Wired remote 

ü  Camera strap fastener 

ü  CD containing user manual and software utilit ies 
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Product view   
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A   Power switch              

B   Stadtus LED                                           

C   Calibratio n button                 

D   USB Port                                                                      

E   Remote socket 

F   Camera strap fastener 

 

Status LED 

The N2 has a LED that changes color to signify different operating conditions.  

 

LED COLOR  LED MODE DESCRIPTION 

GREEN 

Flashing twice a second The N2 is searching for GPS satellite 

signals.  

Steady 
The N2 has obtained a signal lock 

and is ready to record and geotag. 
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RED 

 

Flashing 

The N2 is charging. 

Low battery warning. N2 requires 

charging.  

NOTE: When in low battery and 

connected to camera, the camera will 

power the N2 automatically. 

Steady 
The N2 is in full charge.(N2 is in óonô 

position) 

Orange Flashing quickly Compass calibration mode 

 

 

Charging 

 
1. Power off the Geotagger N2, then connect the device with a computer or an AC adaptor by the USB 

charging cable. ( The Geotagger N2 can be charged using any 5V standard USB charger ) 

2. It takes around three hours to fully charge the Geotagger N2 .  

3. The LED on the N2 will be red blinking during the charging, and will be steady when the device is in 

full power. 

 

NOTE 

 

·  The built-in rechargeable battery cannot be replaced by users; it needs to be replaced by our 

professional technician if it needs servicing. 

 

 

·  AAuutt oo  MMeett eerr  ooff ff  

Nikon added a new function to the D3x, D3s, D3, D700, D300s, D300 and D90, D5000. The new 

function resolved a battery drain issue by allowing the user to select the metering system to stay On or 

auto Off when GPS signals are received to reduce power consumption. 

 

To access this function on your Nikon camera, please follow the step below: 

Menuŕ Custom Settings Menuŕ (C) Timers/ AE Lockŕ c2 Auto meter- off delay 
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How to use the Geotagger N2 

 
Connect the Geotgagger N2 to a compatible camera 

1. Turn the camera and the Geotagger N2 off.  

2. Mount the Geotagger N2 onto the flash shoe or attach the N2 on the camera strap with the supplied strap 

fastener. Connect the Geotagger N2 to the camera by the appropriate data cable ( The pictures below are 

with different model Nikon camera) 

· A300 cable for connection to Nikon D3X,D3S,D3, D700, D300S,D300, D200, D2/x/xs/Hs  

· CA90 cable for connection to Nikon D90 

· CA5000 cable for connection to Nikon D5000 

 

      

Slide the N2 onto the hot shoe                       The N2 connected to the Nikon D300  

    
The N2 connected to the Nikon D90                 The N2 connected to the Nikon D5000 


