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Safety Information 

 
To prevent damage to the GPS unit or injury to yourself or to others, please read the following safety 

instructions before using this equipment. 

 

Do not disassemble 

Touching the productôs internal parts could result in injury. In the event of malfunction, the products should 

be repaired only by a qualif ied technician. Any unauthorized disassembly or modification may void the 

unitôs warranty. 

 

Keep the GPS unit dry 

Do not immerse in or expose to water or handle with wet hands. Exposing the GPS unit to water could 

result fire or electric shock. 

 

Do not subject to high temperatures 

The GPS unit can be damaged by exposure to fire or high temperatures. Do not leave the unit in areas 

subject to extremely high temperatures. Failure to observe this precaution could result in damage to the 

casing or internal circuitry, causing fire. 

 

Keep out of reach of children 

Failure to observe this precaution could result in injury. 

 

FCC/CE Compliance 

   



 

4 
 

 

Overview 

 
Thank you for purchasing Solmeta Geotagger Pro geotagging solution. The geotagging device enables 

easy geotagging of photographs by connecting to your Nikon D3x, D3s, D3, D700, D300s, D300, 

D2/x/xs/Hs and D90, D5000 Cameras. The geotagging information is saved as metadata with the image, 

and can be used in a variety of ways to add value to your photographs. 

 

And it can also be used as a GPS Data Logger with 8MB flash memory for GPS tracking and geotagging 

photos.  

 

The Geotagger Pro is a high performance GPS receiver with the following unique features: 

·  SiRF III chipset for best reception and accuracy. 

·  Records the real time position (latitude, longitude, altitude), UTC and heading with your photographs 

with Nikon D3x, D3s, D3, D700, D300s, D300, D200, D2/x/xs/Hs and D90, D5000 Cameras. 

·  LCD screen provides various useful information, such as GPS status, date & time, heading , moving 

speed, memory size, the numbers of used satellite, pitching and rolling angle. 

·  With the 3-axis electronic compass, the heading is more accurate in certain decline angle ( pitch¤50£, 

roll¤ 50£). The compass can be calibrated. 

·  Built in internal rechargeable battery, lasting up to 20 hours. Automatically switch over to Nikon 

camera for power source when the device is in low power. 

·  "  Auto Power on/off " design, which allow the Pro will turn on when the camera is turned on and will 

turn off when the camera is turned off. Use-friendly. ( The function setting see page 13 ) 

·  ñIndoorsò geotagging, automatically tags the photo with the last location information when indoors or 

loss of GPS signal.  

·  Compatible of multi-model design, which allow you choose the appropriate data cable to match 

different model camera . 

· CA300 cable for connection to Nikon D3x,D3s,D3, D700, D300s,D300, D200, D2/x/xs/Hs  

· CA90 cable for connection to Nikon D90 

· CA5000 cable for connection to Nikon D5000 

·  The geotagged photos supports Flickr, panoramio, Locr, Picasa, etc. 

 

As a GPS data logger, it has other features as below: 

·  GPS tracking, which allow you get your route. 

·  Geotag photos, know exactly where the photos was taken, no matter what kinds of camera you use. 

·  The logging interval can be set from 5-second to 30-minute.  

·  8MB memory for about 100,000 waypoints. 

·  With a data download utility.  
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PPaacckkiinngg  LL iisstt  

  
TThhaannkk  yyoouu  ff oorr   ppuurrcchhaassiinngg  tthhee  GGeeoottaaggggeerr  PPrroo..  BBeeff oorree  yyoouu  ssttaarrtt,,  mmaakkee  ssuurree  tthhaatt  tthhee  ff oollllooww iinngg  iitteemmss  aarree  

iinncclluuddeedd  iinn  yyoouurr  ppaacckkaaggee..  II ff  aannyy  ooff   tthheessee  iitteemmss  aarree  mmiissssiinngg,,  pplleeaassee  ccoonnttaacctt  uuss..    

  

ü  GPS receiver  

ü  Data cable (the cable below only one for package) 

· CA300 cable for connection to Nikon D3X,D3S,D3, D700, D300S,D300, D200, D2/x/xs/Hs  

· CA90 cable for connection to Nikon D90 

· CA5000 cable for connection to Nikon D5000 

ü  USB cable ( for charging and data download) 

ü  Camera strap fastener 

ü  CD containing user manual and software utilit ies 

ü  
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PPrroodduucctt  vviieeww  

  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                  Power Switch  

 

  ENTER         Enter button 

  MENU          Menu button 

  USB Port        Charging and data connecting port  

 

BBuutt ttoonn  DDeeff ii nniitt iioonn  

Power Switch   
Press the power switch button for 2 seconds to turn the Pro device on or off. 

MENU button - Change & Select function 

Short press for change & select function. 

Long press for 2 seconds for compass calibration ( See page11 ) 

ENTER button- Confirm your select 

Short press to confirm your select 
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LL CCDD  DDiissppllaayy  ii nntt rroodduucctt iioonn 

 

1. Function indicator  

2. GPS indicator 

3. Battery indicator  

4.Latitude , longitude indicator  

5. Data indicator 

 

 

ü   
LON: Longitude, W-west, E-east 

 

ü   
LAT: Latitude, S-south N-north  

 

ü   
ALT: Altitude (Unit: meter) 

 

ü  

SPE: Speed (Unit: km/h) 

 

ü  

DAT: Date (UTC) 

TIM : Time (UTC) 


